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GENERAL NOTES 1. SITE SURVEY WAS PROVIDED BY THE FOLLOWING COMPANY: SITE SURVEY WAS PROVIDED BY THE FOLLOWING COMPANY: ENGINEERING DESIGN TECHNOLOGIES, INC.  215 19TH STREET NORTH, SUITE 200  BIRMINGHAM, AL 35203  PHONE: 205-942-8630  CONTACT: ROBERT WEIMORTS, P.L.S. 2. ALL PHASES OF SITE WORK FOR THIS PROJECT SHALL MEET OR ALL PHASES OF SITE WORK FOR THIS PROJECT SHALL MEET OR EXCEED THE OWNER/DEVELOPER SPECIFICATIONS. THE ENGINEER HAS MADE EVERY EFFORT TO SET FORTH IN THE CONSTRUCTION AND CONTRACT DOCUMENTS THE COMPLETE SCOPE OF WORK. THE CONTRACTOR BIDDING THE JOB IS NEVERTHELESS CAUTIONED THAT MINOR OMISSIONS IN THE DRAWINGS AND/OR SPECIFICATIONS SHALL NOT EXCUSE THE CONTRACTOR FROM COMPLETING THE PROJECT AND IMPROVEMENTS IN ACCORDANCE WITH THE INTENT OF THESE DOCUMENTS. ALL WORK SHALL BE AS INDICATED AND STIPULATED ON THE DRAWINGS AND IN THE SPECIFICATIONS. 3. THE CONTRACTOR SHALL VISIT THE JOB SITE PRIOR TO THE THE CONTRACTOR SHALL VISIT THE JOB SITE PRIOR TO THE SUBMISSION OF BIDS PERFORMING WORK TO FAMILIARIZE HIM/HERSELF WITH THE HELD CONDITIONS AND TO VERIFY THAT THE PROJECT CAN BE CONSTRUCTED IN ACCORDANCE WITH THE INTENT OF THESE DOCUMENTS. 4. THE CONTRACTOR SHALL OBTAIN AUTHORIZATION TO PROCEED THE CONTRACTOR SHALL OBTAIN AUTHORIZATION TO PROCEED WITH CONSTRUCTION PRIOR TO STARTING WORK ON ANY ITEM NOT CLEARLY DEFINED BY THE CONSTRUCTION DRAWINGS AND/OR CONTRACTOR DOCUMENTS. 5. THE CONTRACTOR SHALL SUPERVISE AND DIRECT THE PROJECT THE CONTRACTOR SHALL SUPERVISE AND DIRECT THE PROJECT DESCRIBED HEREIN. THE CONTRACTOR SHALL BE SOLELY RESPONSIBLE FOR ALL CONSTRUCTION MEANS, METHODS, TECHNIQUES, SEQUENCES, AND PROCEDURES, AND FOR COORDINATING ALL PORTIONS OF WORK UNDER THE CONTRACT EACH CONTRACTOR SHALL COOPERATE WITH THE OWNER'S REPRESENTATI VE, AND COORDINATE HIS WORK WITH THE WORK OF OTHERS. 6. THESE DRAWINGS ARE FORMATTED FOR 24" X 36". OTHER SIZE THESE DRAWINGS ARE FORMATTED FOR 24" X 36". OTHER SIZE VERSIONS ARE NOT PRINTED TO THE SCALE CALLED OUT OR SHOWN. 7. CONTRACTOR SHALL PROVIDE THE OWNER WITH AN AS-BUILT CONTRACTOR SHALL PROVIDE THE OWNER WITH AN AS-BUILT SURVEY OF THE TOTAL SITE, INCLUDING, BUT NOT LIMITED TO, TOPOGRAPHY, SITE UTILITIES, TREE LOCATIONS, ETC., AS PART OF THE CLOSE-OUT DOCUMENTS. 8. CONTRACTOR IS RESPONSIBLE FOR THE COST AND FEES CONTRACTOR IS RESPONSIBLE FOR THE COST AND FEES ASSOCIATED WITH THE EXECUTION OF WORK. THIS INCLUDES ANY AND ALL PERMITS AND IMPACT FEES INCLUDING, BUT NOT LIMITED TO, DEMOLITION PERMITS, ADEM PERMIT FEES, BUILDING PERMITS, SANITARY SEWER FEES AND IMPACT FEES, WATER TAP FEES, ETC. 9. A.  IN THE CASE OF UNFORESEEN CONSTRUCTION A.  IN THE CASE OF UNFORESEEN CONSTRUCTION COMPLICATIONS OR DISCREPANCIES, THE CONTRACTOR IS TO IMMEDIATELY NOTIFY THE ENGINEER OF RECORD IN WRITING. B.  IF THE CONTRACTOR DAMAGES ANY (EXISTING) SITE FEATURES DURING CONSTRUCTION, HE SHALL AT HIS OWN EXPENSE REPLACE OR REPAIR THE FEATURES IMMEDIATELY TO ORIGINAL CONDITION AND QUALITY AS APPROVED BY THE OWNER OR DESIGNATED REPRESENTATIVE. C.  IT IS SOLELY THE CONTRACTOR'S RESPONSIBILITY TO FOLLOW ALL SAFETY CODES OF THE GOVERNING MUNICIPALITIES. D.  DEVIATIONS FROM THESE PLANS AND ANY ASSOCIATED SPECIFICATIONS WITHOUT PRIOR WRITTEN CONSENT OF THE ENGINEER OF RECORD MAY CAUSE WORK TO BE UNACCEPTABLE. E.  WHEN APPLICABLE, FIRE DEPARTMENT ACCESS SHALL BE ALWAYS MAINTAINED. F.  WHEN APPLICABLE, SUFFICIENT BARRICADES, LIGHTS, SIGNS, AND OTHER TRAFFIC CONTROL DEVICES AND METHODS WHICH MAY BE NECESSARY FOR THE PUBLIC SAFETY AND PROTECTION SHALL BE IN ACCORDANCE WITH GOVERNING ORDINANCES AND M.U.T.C.D. (CURRENT EDITION) AND SHALL BE PROVIDED AND MAINTAINED THROUGHOUT CONSTRUCTION. 10. AT A MINIMUM, WORK WILL BE DONE IN ACCORDANCE WITH THE AT A MINIMUM, WORK WILL BE DONE IN ACCORDANCE WITH THE LATEST EDITION OF THE CITY OF BIRMINGHAM STANDARDS AND SPECIFICATIONS FOR THE CONSTRUCTION OF PUBLIC WORKS. 11.  CONTACT THE CITY OF BIRMINGHAM STORM WATER MANAGEMENT OFFICE AT (205) 297-8168, 48 HOURS BEFORE STARTING WORK TO SCHEDULE STORM WATER AND CIVIL CONSTRUCTION INSPECTIONS.  A FINAL INSPECTION IS REQUIRED BEFORE THE PROJECT CAN BE RELEASED.
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GENERAL NOTES 1. SITE SURVEY WAS PROVIDED BY THE FOLLOWING COMPANY: SITE SURVEY WAS PROVIDED BY THE FOLLOWING COMPANY: ENGINEERING DESIGN TECHNOLOGIES, INC.  215 19TH STREET NORTH, SUITE 200  BIRMINGHAM, AL 35203  PHONE: 205-942-8630  CONTACT: ROBERT WEIMORTS, P.L.S. 2. ALL PHASES OF SITE WORK FOR THIS PROJECT SHALL MEET OR EXCEED THE ALL PHASES OF SITE WORK FOR THIS PROJECT SHALL MEET OR EXCEED THE OWNER/DEVELOPER SPECIFICATIONS. THE ENGINEER HAS MADE EVERY EFFORT TO SET FORTH IN THE CONSTRUCTION AND CONTRACT DOCUMENTS THE COMPLETE SCOPE OF WORK. THE CONTRACTOR BIDDING THE JOB IS NEVERTHELESS CAUTIONED THAT MINOR OMISSIONS IN THE DRAWINGS AND/OR SPECIFICATIONS SHALL NOT EXCUSE THE CONTRACTOR FROM COMPLETING THE PROJECT AND IMPROVEMENTS IN ACCORDANCE WITH THE INTENT OF THESE DOCUMENTS. ALL WORK SHALL BE AS INDICATED AND STIPULATED ON THE DRAWINGS AND IN THE SPECIFICATIONS. 3. THE CONTRACTOR SHALL VISIT THE JOB SITE PRIOR TO THE SUBMISSION OF BIDS THE CONTRACTOR SHALL VISIT THE JOB SITE PRIOR TO THE SUBMISSION OF BIDS PERFORMING WORK TO FAMILIARIZE HIM/HERSELF WITH THE HELD CONDITIONS AND TO VERIFY THAT THE PROJECT CAN BE CONSTRUCTED IN ACCORDANCE WITH THE INTENT OF THESE DOCUMENTS. 4. THE CONTRACTOR SHALL OBTAIN AUTHORIZATION TO PROCEED WITH CONSTRUCTION THE CONTRACTOR SHALL OBTAIN AUTHORIZATION TO PROCEED WITH CONSTRUCTION PRIOR TO STARTING WORK ON ANY ITEM NOT CLEARLY DEFINED BY THE CONSTRUCTION DRAWINGS AND/OR CONTRACTOR DOCUMENTS. 5. THE CONTRACTOR SHALL SUPERVISE AND DIRECT THE PROJECT DESCRIBED THE CONTRACTOR SHALL SUPERVISE AND DIRECT THE PROJECT DESCRIBED HEREIN. THE CONTRACTOR SHALL BE SOLELY RESPONSIBLE FOR ALL CONSTRUCTION MEANS, METHODS, TECHNIQUES, SEQUENCES, AND PROCEDURES, AND FOR COORDINATING ALL PORTIONS OF WORK UNDER THE CONTRACT EACH CONTRACTOR SHALL COOPERATE WITH THE OWNER'S REPRESENTATI VE, AND COORDINATE HIS WORK WITH THE WORK OF OTHERS. 6. THESE DRAWINGS ARE FORMATTED FOR 24" X 36". OTHER SIZE VERSIONS ARE THESE DRAWINGS ARE FORMATTED FOR 24" X 36". OTHER SIZE VERSIONS ARE NOT PRINTED TO THE SCALE CALLED OUT OR SHOWN. 7. CONTRACTOR SHALL PROVIDE THE OWNER WITH AN AS-BUILT SURVEY OF THE CONTRACTOR SHALL PROVIDE THE OWNER WITH AN AS-BUILT SURVEY OF THE TOTAL SITE, INCLUDING, BUT NOT LIMITED TO, TOPOGRAPHY, SITE UTILITIES, TREE LOCATIONS, ETC., AS PART OF THE CLOSE-OUT DOCUMENTS. 8. CONTRACTOR IS RESPONSIBLE FOR THE COST AND FEES ASSOCIATED WITH THE CONTRACTOR IS RESPONSIBLE FOR THE COST AND FEES ASSOCIATED WITH THE EXECUTION OF WORK. THIS INCLUDES ANY AND ALL PERMITS AND IMPACT FEES INCLUDING, BUT NOT LIMITED TO, DEMOLITION PERMITS, ADEM PERMIT FEES, BUILDING PERMITS, SANITARY SEWER FEES AND IMPACT FEES, WATER TAP FEES, ETC. 9. A.  IN THE CASE OF UNFORESEEN CONSTRUCTION COMPLICATIONS OR A.  IN THE CASE OF UNFORESEEN CONSTRUCTION COMPLICATIONS OR DISCREPANCIES, THE CONTRACTOR IS TO IMMEDIATELY NOTIFY THE ENGINEER OF RECORD IN WRITING. B.  IF THE CONTRACTOR DAMAGES ANY (EXISTING) SITE FEATURES DURING CONSTRUCTION, HE SHALL AT HIS OWN EXPENSE REPLACE OR REPAIR THE FEATURES IMMEDIATELY TO ORIGINAL CONDITION AND QUALITY AS APPROVED BY THE OWNER OR DESIGNATED REPRESENTATIVE. C.  IT IS SOLELY THE CONTRACTOR'S RESPONSIBILITY TO FOLLOW ALL SAFETY CODES OF THE GOVERNING MUNICIPALITIES. D.  DEVIATIONS FROM THESE PLANS AND ANY ASSOCIATED SPECIFICATIONS WITHOUT PRIOR WRITTEN CONSENT OF THE ENGINEER OF RECORD MAY CAUSE WORK TO BE UNACCEPTABLE. E.  WHEN APPLICABLE, FIRE DEPARTMENT ACCESS SHALL BE ALWAYS MAINTAINED. F.  WHEN APPLICABLE, SUFFICIENT BARRICADES, LIGHTS, SIGNS, AND OTHER TRAFFIC CONTROL DEVICES AND METHODS WHICH MAY BE NECESSARY FOR THE PUBLIC SAFETY AND PROTECTION SHALL BE IN ACCORDANCE WITH GOVERNING ORDINANCES AND M.U.T.C.D. (CURRENT EDITION) AND SHALL BE PROVIDED AND MAINTAINED THROUGHOUT CONSTRUCTION. 10. AT A MINIMUM, WORK WILL BE DONE IN ACCORDANCE WITH THE LATEST EDITION AT A MINIMUM, WORK WILL BE DONE IN ACCORDANCE WITH THE LATEST EDITION OF THE CITY OF BIRMINGHAM STANDARDS AND SPECIFICATIONS FOR THE CONSTRUCTION OF PUBLIC WORKS. 11.  CONTACT THE CITY OF BIRMINGHAM STORM WATER MANAGEMENT OFFICE AT (205)  CONTACT THE CITY OF BIRMINGHAM STORM WATER MANAGEMENT OFFICE AT (205) 297-8168, 48 HOURS BEFORE STARTING WORK TO SCHEDULE STORM WATER AND CIVIL CONSTRUCTION INSPECTIONS.  A FINAL INSPECTION IS REQUIRED BEFORE THE PROJECT CAN BE RELEASED. 
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GRADING AND EROSION CONTROL NOTES 1. CONTRACTOR SHALL BE RESPONSIBLE FOR REMOVAL OF ALL DEBRIS NOT ACCEPTABLE TO THE OWNER AND ENGINEER. 2. IF CONTRACTOR DOES NOT ACCEPT EXISTING TOPOGRAPHY AS SHOWN ON THE PLANS, WITHOUT EXCEPTION, THE CONTRACTOR SHALL MAKE A TOPOGRAPHIC SURVEY AT THEIR OWN EXPENSE AND SUBMIT IT TO THE OWNER FOR REVIEW  3. CONTRACTOR IS RESPONSIBLE FOR NOTIFYING ALL UTILITIES BEFORE CONSTRUCTION AND VERIFYING LOCATI0N OF ALL UTILITIES SHOWN OR NOT SHOWN.  4. CONTRACTOR IS RESPONSIBLE FOR REPAIRS OF DAMAGE TO ANY EXISTING IMPROVEMENTS DURING CONSTRUCTION, SUCH AS, BUT NOT LIMITED TO, DRAINAGE, UTILITIES, PAVEMENT STRIPING, CURBS, ETC. REPAIRS SHALL BE EQUAL TO OR BETTER THAN EXISTING CONDITIONS.  5. EARTHWORK SHALL BE ON AN UNCLASSIFIED BASIS REGARDLESS OF THE MATERIALS ENCOUNTERED.  ANY REFERENCE TO ROCK, EARTH, OR ANY OTHER MATERIAL IS TO BE CONSIDERED "UNCLASSIFIED" MATERIAL.  NO SEPARATE PAYMENT WILL BE MADE FOR ROCK, EARTH, OR ANY OTHER MATERIAL. 6.  IMPLEMENTATION OF THE EROSION AND SEDIMENT CONTROL PLAN SHALL BEGIN CONCURRENTLY WITH CONSTRUCTION OPERATIONS. 7.  ALL EXCAVATED MATERIAL AND CONSTRUCTION DEBRIS MUST BE DISPOSED OF OFF-SITE. 8.  TYPE A SILT FENCE SHALL BE INSTALLED ON DAY 1 AND REMAIN UNTIL SUBSTANTIAL COMPLETION. THE INTERIOR SILT FENCING SHALL BE INSTALLED AFTER SLOPE CLEARING AND MULCHING ARE COMPLETE.
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UTILITY NOTES 1. ALL WORK NEAR OVERHEAD POWER LINE, UNDERGROUND ALL WORK NEAR OVERHEAD POWER LINE, UNDERGROUND TRANSMISSION LINES, SERVICES, ETC. SHALL COMPLY WITH ALABAMA POWER REQUIREMENTS AND SPECIFICATIONS.  IN NO CASES SHALL THE CONTRACTOR ATTEMPT TO EXCAVATE OR MOVE UNDERGROUND POWER WITHOUT PRIOR APPROVAL FROM ALABAMA POWER. 2. ALL LIVE WATER SERVICES OR WATER MAINS DAMAGED ALL LIVE WATER SERVICES OR WATER MAINS DAMAGED DURING CONSTRUCTION MUST BE REPAIRED OR REPLACED PER BIRMINGHAM WATER WORKS BOARD SPECIFICATIONS. 3.  THERE IS A REQUIRED 12" MINIMUM SEPARATION BETWEEN CROSSING UTILITIES UNLESS OTHERWISE SHOWN ON PLANS. 4. STANDARD SPECIFICATIONS AND DETAILS SHALL GOVERN ALL STANDARD SPECIFICATIONS AND DETAILS SHALL GOVERN ALL WATER AND SANITARY SEWER MAIN CONSTRUCTION.  5. THE BUILDING CONTRACTOR IS RESPONSIBLE FOR THE BUILDING CONTRACTOR IS RESPONSIBLE FOR COORDINATING LOCATION, SIZE AND SPECIFICATIONS OF ALL ELECTRICAL TRANSFORMERS WITH THE LOCAL POWER COMPANY AND PROVIDING SERVICE FROM THE TRANSFORMER TO THE BUILDING.  6. CONTRACTOR SHALL COORDINATE ANY DISRUPTIONS TO CONTRACTOR SHALL COORDINATE ANY DISRUPTIONS TO EXISTING UTILITY SERVICES WITH ADJACENT PROPERTY OWNERS AND IS RESPONSIBLE FOR REPAIRS OF DAMAGE TO  ANY EXISTING UTILITIES DURING CONSTRUCTION AT NO COST TO THE OWNER. 7. CONTRACTOR SHALL COMPLY TO THE FULLEST EXTENT WITH CONTRACTOR SHALL COMPLY TO THE FULLEST EXTENT WITH THE LATEST STANDARDS AND/OR OSHA DIRECTIVES OR ANY OTHER AGENCY HAVING JURISDICTION FOR EXCAVATION AND TRENCHING PROCEDURES. THE CONTRACTOR SHALL PROVIDE SUPPORT SYSTEMS, SLOPING, BENCHING, AND OTHER MEANS OF PROTECTION. THIS IS TO INCLUDE, BUT NOT LIMITED TO ACCESS AND EGRESS FROM ALL EXCAVATION AND TRENCHING. CONTRACTOR IS RESPONSIBLE TO COMPLY WITH PERFORMANCE CRITERIA FOR OSHA.  8. SEWER SERVICE LATERALS SHALL BE COORDINATED WITH SEWER SERVICE LATERALS SHALL BE COORDINATED WITH BUILDING PLANS. ANY DISCREPANCIES SHOULD BE CLARIFIED BEFORE INSTALLATION.  9. ALL WATER PIPE 3" AND SMALLER SHALL BE TYPE K ALL WATER PIPE 3" AND SMALLER SHALL BE TYPE K COPPER OF SDR 21 PER ANSI 16.22. 10. CONTRACTOR SHALL MAINTAIN A MINIMUM OF 3' OVER ALL CONTRACTOR SHALL MAINTAIN A MINIMUM OF 3' OVER ALL WATER LINES.  11. CONTRACTOR SHALL COORDINATE INSTALLATION OF WATER CONTRACTOR SHALL COORDINATE INSTALLATION OF WATER SERVICE WITH WATER DEPARTMENT (BWWB). CONTRACTOR SHALL BE RESPONSIBLE FOR INSTALLATION, PURCHASE AND/OR FEES AND PERMITS ASSOCIATED WITH ALL APPARATUS INCLUDING; WATER METERS, BACK FLOW PREVENTERS, POST INDICATOR VALVES, AND ENCLOSURES.  12. EXISTING UTILITIES ARE APPROXIMATE AND SHOULD BE EXISTING UTILITIES ARE APPROXIMATE AND SHOULD BE VERIFIED FOR LOCATION AND NUMBERED BY THE CONTRACTOR.  13. ALL ELECTRIC, TELEPHONE, AND GAS LINES, INCLUDING ALL ELECTRIC, TELEPHONE, AND GAS LINES, INCLUDING SERVICE LINES ARE TO BE CONSTRUCTED IN ACCORDANCE WITH THE APPROPRIATE UTILITY COMPANIES SPECIFICATIONS.  14. CONTRACTOR TO COORDINATE INSTALLATION OF ALL UTILITIES CONTRACTOR TO COORDINATE INSTALLATION OF ALL UTILITIES BY OTHERS WITH HIS WORK.  15. ALL SANITARY MANHOLES AND PIPE ARE TO BE FLUSHED ALL SANITARY MANHOLES AND PIPE ARE TO BE FLUSHED CLEAN OF DEBRIS PRIOR TO TURN OVER OF SYSTEM TO OWNER.  16. ALL EASEMENTS TO BE PLATTED BY THE CONTRACTOR ALL EASEMENTS TO BE PLATTED BY THE CONTRACTOR (UNLESS OTHERWISE NOTED).  17. ANY UTILITIES NOT SHOWN THAT REQUIRE RELOCATION OR ANY UTILITIES NOT SHOWN THAT REQUIRE RELOCATION OR REMOVAL ARE THE RESPONSIBILITY OF THE CONTRACTOR. THE CONTRACTOR IS TO REPORT ALL DISCREPANCIES TO THE ENGINEER IMMEDIATELY UPON DISCOVERY. 
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EX. 3 BARREL 18"x32" RCP FL 597.00

AutoCAD SHX Text
EX. 3 BARREL 18"X32" RCP W/ SLOPE PAVE END TREATMENT FL 595.90
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EX. AREA INLET GRATE ELEV: 598.53 INV ELEV: 592.51 ADJACENT GRADE: 597.10  
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GRADING AND EROSION CONTROL NOTES 1. CONTRACTOR SHALL BE RESPONSIBLE FOR REMOVAL OF ALL DEBRIS NOT ACCEPTABLE TO THE OWNER AND ENGINEER. 2. IF CONTRACTOR DOES NOT ACCEPT EXISTING TOPOGRAPHY AS SHOWN ON THE PLANS, WITHOUT EXCEPTION, THE CONTRACTOR SHALL MAKE A TOPOGRAPHIC SURVEY AT THEIR OWN EXPENSE AND SUBMIT IT TO THE OWNER FOR REVIEW  3. CONTRACTOR IS RESPONSIBLE FOR NOTIFYING ALL UTILITIES BEFORE CONSTRUCTION AND VERIFYING LOCATI0N OF ALL UTILITIES SHOWN OR NOT SHOWN.  4. CONTRACTOR IS RESPONSIBLE FOR REPAIRS OF DAMAGE TO ANY EXISTING IMPROVEMENTS DURING CONSTRUCTION, SUCH AS, BUT NOT LIMITED TO, DRAINAGE, UTILITIES, PAVEMENT STRIPING, CURBS, ETC. REPAIRS SHALL BE EQUAL TO OR BETTER THAN EXISTING CONDITIONS.  5. EARTHWORK SHALL BE ON AN UNCLASSIFIED BASIS REGARDLESS OF THE MATERIALS ENCOUNTERED.  ANY REFERENCE TO ROCK, EARTH, OR ANY OTHER MATERIAL IS TO BE CONSIDERED "UNCLASSIFIED" MATERIAL.  NO SEPARATE PAYMENT WILL BE MADE FOR ROCK, EARTH, OR ANY OTHER MATERIAL. 6.  IMPLEMENTATION OF THE EROSION AND SEDIMENT CONTROL PLAN SHALL BEGIN CONCURRENTLY WITH CONSTRUCTION OPERATIONS. 7.  ALL EXCAVATED MATERIAL AND CONSTRUCTION DEBRIS MUST BE DISPOSED OF OFF-SITE. 8.  TYPE A SILT FENCE SHALL BE INSTALLED ON DAY 1 AND REMAIN UNTIL SUBSTANTIAL COMPLETION. THE INTERIOR SILT FENCING SHALL BE INSTALLED AFTER SLOPE CLEARING AND MULCHING ARE COMPLETE.
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STA 0+00 TO 0+40 4" DUCTILE IRON PIPE @ 23.47% 
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STA 0+40 TO 1+09.43 4" C-900 PVC PIPE @ 3.47% 
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STA 0+00 SERVICE CONNECTION TO EXISTING SEWER MAIN 3-30328, APPROX. 23.64' UPSTREAM FROM MANHOLE 3043-544
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STA 1+09.43 4" SANITARY SERVICE LINE @ RESTROOM FACILITY STUB-OUT INV = 598.34
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STA 40+00 4" SANITARY SERVICE LINE INV = 597.30
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STA 0+00 4" SANITARY SERVICE LINE CONNECTION TO EX. MAIN 3-30328 ELEV = 588.50
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SANITARY SEWER NOTES 1, ALL CONSTRUCTION SHALL BE IN ACCORDANCE WITH THE STANDARDS AND SPECIFICATION OF JEFFERSON COUNTY, THE LOCAL MUNICIPALITY ALL CONSTRUCTION SHALL BE IN ACCORDANCE WITH THE STANDARDS AND SPECIFICATION OF JEFFERSON COUNTY, THE LOCAL MUNICIPALITY AND/OR THE STATE HIGHWAY DEPARTMENT, AND APPLICABLE O.S.H.A. REGULATIONS, AS APPLICABLE. 2. THE CONTRACTOR SHALL NOTIFY THE JEFFERSON COUNTY ENVIRONMENTAL SERVICES DEPARTMENT (205) 325-5127 AT LEAST 24 HOURS PRIOR TO THE CONTRACTOR SHALL NOTIFY THE JEFFERSON COUNTY ENVIRONMENTAL SERVICES DEPARTMENT (205) 325-5127 AT LEAST 24 HOURS PRIOR TO BEGINNING CONSTRUCTION.  THERE SHALL BE NO CHANGES IN DRAWINGS WITHOUT WRITTEN APPROVAL BY THE JEFFERSON COUNTY ENVIRONMENTAL SERVICES DEPARTMENT. 3. DUCTILE IRON PIPE SHALL BE CLASS 52 OR BETTER. DUCTILE IRON PIPE SHALL BE CLASS 52 OR BETTER. 4. PVC PIPE SHALL BE AWWA C900, CAST IRON (CI) STANDARD DIMENSIONS.  DIMENSION RATIO (DR) 18.  PRESSURE CLASS (PC) 150 PSI OR PVC PIPE SHALL BE AWWA C900, CAST IRON (CI) STANDARD DIMENSIONS.  DIMENSION RATIO (DR) 18.  PRESSURE CLASS (PC) 150 PSI OR BETTER. 5. IN EARTH TRENCH, FOUR INCHES OF CRUSHED STONE SHALL BE PLACED UNDER SEWER LINES OF 12 INCHES IN DIAMETER OR SMALLER AND SIX IN EARTH TRENCH, FOUR INCHES OF CRUSHED STONE SHALL BE PLACED UNDER SEWER LINES OF 12 INCHES IN DIAMETER OR SMALLER AND SIX INCHES OF CRUSHED STONE SHALL BE PLACED UNDER SEWER LINES LARGER THAN 12 INCHES IN DIAMETER.  IN ROCK TRENCHES, SIX INCHES OF CRUSHED STONES HALL BE PLACED UNDER ALL SEWERS.  THE DITCH SHALL BE BACKFILLED WITH CRUSHED STONE TO A DEPTH OF 12 INCHES ABOVE THE TOP OF THE PIPE.  WHEN CROSSING EXISTING ROADS AND STREETS, THE TOTAL BACKFILL SHALL BE CRUSHED STONE AND PROPERLY CHOKED. 6. CONTRACTOR WILL BE RESPONSIBLE FOR THE CONTINUOUS AND PROPER OPERATION OF ALL EXISTING UTILITIES LOCATED ON OR ADJACENT TO THE CONTRACTOR WILL BE RESPONSIBLE FOR THE CONTINUOUS AND PROPER OPERATION OF ALL EXISTING UTILITIES LOCATED ON OR ADJACENT TO THE PROJECT SITE AND WITHIN THE CONSTRUCTION LIMITS OF THIS PROJECT. 7. ALL EMBANKMENT FILL AREAS SHALL BE FILLED AND COMPACTED PRIOR TO EXCAVATION OF SEWER LINE TRENCHES. ALL EMBANKMENT FILL AREAS SHALL BE FILLED AND COMPACTED PRIOR TO EXCAVATION OF SEWER LINE TRENCHES. 8. CONTRACTOR WILL BE RESPONSIBLE FOR THE CONSTRUCTION AND MAINTENANCE OF EROSION  AND SEDIMENTATION CONTROLS AND FOR CONTRACTOR WILL BE RESPONSIBLE FOR THE CONSTRUCTION AND MAINTENANCE OF EROSION  AND SEDIMENTATION CONTROLS AND FOR ACQUISITION OF ALL PERMITS DURING CONSTRUCTION TO ENSURE THAT DAMAGE DOES NOT OCCUR TO ADJACENT PROPERTIES, PUBLIC ROADS AND/OR DITCHES (CREEKS, STREAMS). 9. A CLEANOUT SHALL BE INSTALLED WITHIN THIRTY (30") INCHES OF THE BUILDING AND AT LEAST ONCE ON EACH CONTINUOUS RUN OF 75 FEET A CLEANOUT SHALL BE INSTALLED WITHIN THIRTY (30") INCHES OF THE BUILDING AND AT LEAST ONCE ON EACH CONTINUOUS RUN OF 75 FEET AND AT EACH CHANGE IN HORIZONTAL OR VERTICAL DIRECTION GREATER THAN 45 DEGREES.  CLEANOUTS WITHIN 30" OF THE BUILDING MAY BE CONSTRUCTED OF SCHEDULE 40 PVC.  CLEANOUTS SHALL BE CONSTRUCTED IN ACCORDANCE WITH STANDARD DETAIL NO. SO2051.  NO RUBBER CLEANOUT PLUGS WILL BE ALLOWED. 10. SEWER SERVICE LINES CROSSING STREAMS, CREEKS, OR DITCHES SHALL BE INSTALLED BELOW THE BOTTOM OF ALL DITCHES AND CREEKS WHERE SEWER SERVICE LINES CROSSING STREAMS, CREEKS, OR DITCHES SHALL BE INSTALLED BELOW THE BOTTOM OF ALL DITCHES AND CREEKS WHERE POSSIBLE, AND SHALL BE DUCTILE IRON PIPE PRESSURE CLASS 350 AND EXTEND TEN FEET ON BOTH SIDES OF THE DITCH OR CREEK.
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HORIZONTAL SCALE: 1" = 20' VERTICAL SCALE: 1" = 4'




































































